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The best options
It takes the right combination of management tools and 

prepress applications to meet the needs of your high-volume 

operation. The imageRUNNER ADVANCE 8105/8095/8085 

systems are versatile and can be confi gured to meet your 

unique workfl ow needs and business goals.

Control from start to fi nish
These systems make it simple to reduce print costs. 

uniFLOW Output Manager software focuses on document 

print workfl ow, from accounting and secure printing to job 

ticketing and print room management. Eff ective controls let 

you monitor and assign costs to users and analyze central 

print queues for optimal job placement. And uniFLOW Output 

Manager detects “out of toner” and paper jam issues and 

lets you smoothly redirect jobs to other printers.

ADVANCED WORKFLOW
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Manager detects “out of toner” and paper jam issues and 

lets you smoothly redirect jobs to other printers.

Light Production Workfl ow Options

Job Management
• Schedule and monitor 

print jobs

Fiery 
SeeQuence 
Suite

Job assembly tools for creation of 
documents with tabs, chapters, and 
color substitutions

Fast fi le processing, load balancing, 
and maximum effi  ciency

Job Management
• Manage and distribute 

all print jobs
• Support up to 12 engines

MicroPress

Print 
Station

 Manager

Command 
WorkStation

Command 
WorkStation

Cost-eff ective solutions

Job Management
• Monitor and control jobs

uniFLOW 
Output

Manager

imageWARE 
Prepress 

Manager Select

imageRUNNER 
ADVANCE 
Essentials

Content Creation

 MicroPress*imagePASSUFR II/PCL/PS Printer Kits

Make-Ready
• Simple setup of complex 

jobs utilizing Compose 
and Impose tools of Fiery® 
SeeQuence Suite

• Fiery Central and EFI Flow 
reduce prefl ighting and 
support up to 16 engines

Make-Ready
• Easy make-ready 

with imageRUNNER 
ADVANCE Desktop, 
imageWARE Prepress 
Manager Select, and 
Adobe PostScript, PCL, 
and UFR II support

Make-Ready
• Save time by editing fi les 

after they’re RIPped with 
TruEdit

Document publishing made easy 
Designed for high-volume environments, Canon’s 

imageWARE Prepress Manager Select utility off ers extensive 

document creation and powerful production capabilities. 

With “drag-and-drop” simplicity, you can merge, edit, or 

reassemble content from several sources into a single, 

cohesive document. And operators will appreciate the

ability to view documents before they’re printed. 

A variety of tools easily help you prepare complex jobs

for in-line fi nishing. The highly intuitive interface off ers 

advanced functionality, including imposition options 

and creep correction. 

Manage costs. Monitor production. Streamline workfl ow. 
A great bottom-line story.

* Check for availability.
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Solutions that propel your business while
reducing our environmental footprint—and yours.

ADVANCED RESPONSIBILITY

Production at the Factory

Product Usage

Means of Transport

Product Collection and Recycling

Product Development Procurement of Parts
Produce

UseRecycle

Greater energy efficiency
From the inside out, the imageRUNNER ADVANCE 8105/ 

8095/8085 systems are designed for high energy efficiency 

and stellar performance. To keep energy consumption low, 

these models employ 120V power. The combination of Canon’s 

fusing technologies and new pO toner helps save energy by 

minimizing heat and power requirements. The Series’ new 

duplex image reader captures superb-quality images at 

impressive speeds while using less electricity than ever. Canon’s 

Induction Heating Fusing System reduces power use in digital 

multifunction systems by up to an astonishing 30% over the 

previous model.* And when systems are in Sleep Mode, power 

consumption is 1W or less. With advanced technologies present 

in each model, the Series meets ENERGY STAR® standards.

Reducing pollution
All suppliers are required to meet Canon's stringent Green 

Procurement policy and environmental terms. This helps 

Canon exceed the toughest global standards set by the EU 

RoHS Directive, which requires the restriction of six specified 

hazardous substances. Canon currently restricts the use of 

24 such substances.

Reduction of CO2

Through its Life Cycle Assessment (LCA) System, Canon 

has lowered CO2 emissions by more than 30% over previous 

models by focusing on each stage of the product life cycle, 

including manufacturing, energy use, and logistics. These 

products are designed to be more compact with less 

packaging to make transportation more efficient. 

Eco-friendly design
Canon is making a difference through creative ecological 

thinking. The imageRUNNER ADVANCE models employ 

certain components fabricated with 100% recycled plastic 

from retired products. Canon’s innovative green technologies 

also include bio-based plastic, a plant-derived compound 

that replaces certain petroleum-based plastic parts. 

A greener way to work
A visionary company, Canon knows that the world and the 

workplace need a greener workflow. The imageRUNNER 

ADVANCE Series delivers just that. Now you can seamlessly 

share and distribute digital documents across the globe. 

And because you can preview files prior to printing, changes 

can be made before committing toner to paper to avoid 

print errors.

* �imageRUNNER ADVANCE 8105/8095/8085 models as compared 
to the imageRUNNER 7105 model.

Canon Product Life Cycle
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Product Specifications

Main Unit
Operation Panel
10.4" SVGA Full-Color TFT Upright Screen

Memory
Standard: 1.5GB RAM

Maximum: 2GB RAM

Hard Disk Drive
Standard: 80GB

Maximum: 250GB

Network Interface Connection
Standard: 10/100/1000Base-TX

Optional: Wireless LAN (IEEE 802.1x)

Other Interface
Standard: USB 2.0 (Host)x2  

USB 2.0 (Device)

Optional: Device Port [USB 2.0 (Host)x2], 
Serial Interface, Copy Control 
Interface

Copy/Print Speed (Letter)
8105:
8095: 
8085:	

Up to 105 ppm
Up to 95 ppm 
Up to 85 ppm

First-Copy-Out Time (Letter)
2.7 Seconds or Less

Paper Sources (20 lb. Bond)
Standard: Dual 1,500-sheet Drawers

Dual 550-sheet Cassettes
100-sheet Stack Bypass

Maximum: 7,700 Sheets (with Optional 
Paper Deck)

Output Paper Capacity (20 lb. Bond)
4,250 Sheets (with Staple or Booklet Finisher)

Output Paper Sizes
Drawers: Letter

Cassettes: 13" x 19", 12" x 18",  
11" x 17", Legal, Letter, 
Letter-R, Executive, 
Statement-R, Custom Size 
[5-1/2" x 7-1/8" to 13" x  
19-1/4" (140mm x 182mm 
to 330mm x 488mm)]

Bypass: 13" x 19", 12" x 18",  
11" x 17", Legal, Letter, Letter-R, 
Executive, Statement-R, 
Custom Size [4" x 5-7/8" to  
13" x 19-1/4" (100mm x 148mm 
to 330mm x 488mm)]

Acceptable Paper Weight
Drawers/
Cassettes:

14 lb. Bond to 80 lb. Cover  
(52 to 220 g/m2)

Bypass: 14 lb. Bond to 140 lb. Index  
(52 to 256 g/m2)

Special Media Support
Cassettes: Tab

Bypass: Transparency, Tracing, Labels

Warm-up Time (From Power On)
1 Minute or Less

Power Requirements/Plug
120-127V AC, 60Hz, 16A/NEMA 5-20P

Dimensions (H x W x D)
49-1/4"* x 53-3/8"** x 30-3/8"  
(1252mm x 1481mm x 770mm)

Installation Space (W x D)
93-3/4"** x 30-3/8" (2382mm x 770mm) 
(When Booklet Finisher is attached and Stack 
Bypass and Auxiliary Tray are extended)

Weight
Approx. 534 lb. (242kg)***

Toner (Estimated Toner Yield @ 6% Coverage)
70,000 Images

Image Reader Unit
Scan Resolution
Up to 600 x 600 dpi

Acceptable Originals (Glass)
Sheet, Book, 3-Dimensional Objects  
(up to 4.4 lb.)

Maximum Original Size
Up to 11" x 17"

Document Feeder
Scan Method (Standard)
Single-Pass Duplexing Automatic  
Document Feeder

Acceptable Originals
Paper Size: 11" x 17", Legal, Letter, 

Letter-R, Statement, 
Statement-R

Scan Speed (BW/Color; Letter)
Simplex: 120/85 ipm (300 dpi)  

120/51 ipm (600 dpi)†
Duplex: 200/100 ipm (300 dpi)  

120/51 ipm (600 dpi)†
Paper Capacity (20 lb. Bond)
300 Sheets

Print Specifications
Engine Resolution
1200 x 1200 dpi

PDL Support
Standard: UFR II

Optional: PCL 5e, PCL 6, Adobe PS 3

Print Driver Supported OS

UFR II,  
Adobe PS 3:

Windows® (Windows 2000/ 
XP/7/Server 2003/Server 
2008/Windows Vista®), Citrix 
MetaFrame, Macintosh®  
(OS X 10.3.9 or Later Including 
10.6.1)

PCL 5e/6: Windows (Windows 2000/ 
XP/7/Server 2003/Server 
2008/Windows Vista), Citrix 
MetaFrame

XPS: Windows Vista

Direct Print Support 
Standard: TIFF, JPEG, EPS††
Optional: PDF, XPS††

Universal Send Specifications
Sending Method
E-Mail, I-Fax, SMB, File Server (FTP, SMB, 
WebDAV), Mail Box

Communication Protocol
File: FTP (TCP/IP), SMB (TCP/IP), 

WebDAV

E-mail/I-Fax: SMTP, POP3, I-Fax (Simple, Full)

File Format
Standard: TIFF, JPEG, PDF, PDF 

(Compact), PDF (Apply 
Policy), PDF (Optimize for 
Web), PDF/A-1b, XPS,  
XPS (Compact)

Optional: PDF (Trace & Smooth), PDF/
XPS (OCR), PDF (Encrypted), 
PDF/XPS (Digital Signature), 
PDF (Reader Extensions)

Store Specifications
Mail Box (Number Supported)
100 User Inboxes, One Memory RX Inbox,  
50 Confidential Fax Inboxes

Advanced Box
Available Disk 
Space:

 
Approximately 10GB (Standard 
HDD), 113GB (250GB HDD)

Communication 
Protocol: SMB or WebDAV

Supported  
Client PC:

Windows (Windows 2000/
XP/7/Windows Vista)

Memory Media
Standard	: USB Memory

Optional: SD, SDHC, CompactFlash, 
Memory Stick, Microdrive

Security Specifications
Standard
Department ID Management, Single Sign 
On-H, Access Management System (Device 
and Function Level Log-in), Secured 
Print, Trusted Platform Module, User 
Access Control of Advanced Box, Mail Box 
Password Protection, IPv6, Restricting 
Features (Restricting the Send Function, 
Restricting New Addresses on Address 
Book), SSL Encrypted Communication, 
SNMPv1/v3, MAC/IP Address Filtering, SMTP 
Authentication, POP Authentication before 
SMTP, HDD Format, Adobe® LiveCycle® Rights 
Management ES Integration

Optional
Removable HDD, HDD Erase, HDD Encryption/
Mirroring, Encrypted Secure Print, Encrypted 
PDF, Document Scan Lock, IPSec, Secure 
Watermark

Optional Accessories
Paper Supply Options
Paper Deck Unit-C1
Paper  
Capacity:

3,500 Sheets  
[20 lb. Bond (80 g/m2)]

Acceptable 
Paper Weight:

14 lb. Bond to 80 lb. Cover  
(52 to 220 g/m2 )

Acceptable 
Paper Type:

Thin, Plain, Heavy, Color, 
Recycled, Pre-Punched

Acceptable 
Paper Size:

 
Letter

Dimensions  
(H x W x D)

22-1/2" x 12-3/4" x 23" 
(570mm x 323mm x 583mm)

POD Deck Lite-A1
Paper  
Capacity:

3,500 Sheets 
[20 lb. Bond (80 g/m2)]

Acceptable 
Paper Weight:

14 lb. Bond to 140 lb. Index  
(52 to 256 g/m2)

Acceptable 
Paper Type:

Thin, Plain, Heavy, Color, 
Recycled, Pre-punched, 
Transparency, Labels, 
Bond, Letterhead

Acceptable 
Paper Size:

13" x 19", 12" x 18", 11" x 17", 
Legal, Letter, Letter-R

Dimensions  
(H x W x D):

22-1/2" x 23-5/8" x 24-1/2" 
(570mm x 601mm x 621mm)

Output Options
Staple Finisher-D1/Booklet Finisher-D1
Number  
of Trays:
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Total Output 
Capacity:

4,250 Sheets (Letter, 
Statement-R, Executive)
Tray A:  
1,500 Sheets (Letter, 
Statement-R, Executive), 
750 Sheets (13" x 19", 12" x 18", 
11" x 17", Legal, Letter-R)
Tray B:  
250 Sheets (Letter, 
Statement-R, Executive), 
125 Sheets (13" x 19", 12" x 18", 
11" x 17", Legal, Letter-R)
Tray C:  
2,500 Sheets (Letter), 
1,250 Sheets (Statement-R, 
Executive)  
750 Sheets (13" x 19", 12" x 18", 
11" x 17", Legal, Letter-R)

Acceptable 
Paper Weight:

14 lb. Bond to 140 lb. Index  
(52 to 256 g/m2)

Acceptable 
Paper Type:

Thin, Plain, Heavy, Color, 
Recycled, Pre-Punched, 
Transparency, Tracing, Labels, 
Tab, Bond, Letterhead, 
Coated†††

Acceptable 
Paper Size:

13" x 19", 12" x 18", 11" x 17", 
Legal, Letter, Letter-R, 
Executive, Statement-R, 
Custom Size [4" x 5-7/8" to 
13" x 19-1/4" (100mm x 148mm 
to 330mm x 488mm)]

Staple 
Positions:

Corner/Double Stapling: 
11" x 17", Legal, Letter, Letter-R, 
Executive
Saddle-Stitch: 13" x 19", 12" x 
18", 11" x 17", Legal, Letter-R, 
Custom Size [8-1/4" x 11" to 13" x 
19-1/4" (210mm x 279.3mm to 
330mm x 488mm)]

Max. Stapling 
Capacity:

100 Sheets  [20 lb. Bond (80  
g/m2)] (Letter, Executive) 
50 Sheets  [20 lb. Bond (80  
g/m2)] (11" x 17", Legal, 
Letter-R)

Max.  
Saddle-Stitch 
Capacity:

20 Sheets [20 lb. Bond (80  
g/m2) including one cover page 
up to 140 lb. Index (256 g/m2)] 

Dimensions  
(H x W x D):

Booklet Finisher: 41" x 30-1/4" 
(35-1/4"▲) x 30-1/8" [1040mm 
x 767mm (896mm▲) x 765mm] 
Staple Finisher: 41" x 25-3/4" 
(30-3/4"▲) x 30-1/8" [1040mm 
x 654mm (782mm▲) x 765mm]

Puncher Unit-BF1▲▲

Acceptable 
Punch Paper 
Weight:

 
14 lb. Bond to 140 lb. Index  
(52 to 256 g/m2)

Acceptable 
Punch Paper 
Type:

Thin, Plain, Heavy, Color, 
Recycled, Tab, Bond, 
Letterhead, Coated†††

Acceptable 
Punch Paper 
Size:

 
 
11" x 17", Legal, Letter, Letter-R

Punch Type: 2 Holes (Legal, Letter-R)
3 Holes (11" x 17", Letter)

(Specifications are continued on back page.)
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Product Specifications

Optional Accessories 
(continued)

Inner Booklet Trimmer-A1▲▲▲

Trimming 
Method:

 
Face Trim

Trim Thickness: 40 Sheets (2mm to 20mm 
Trimming Width)

Waste Tray 
Capacity:

1,500 Sheets of Trimmed Strip 
[Width 0.78" (20mm), Letter, 
20 lb. Bond (80 g/m2)]

Acceptable 
Paper Weight:

16 lb. Bond to 140 lb. Index  
(60 to 256 g/m2)

Acceptable 
Paper Type:

Thin, Plain, Heavy, Recycled, 
Color, Coated†††

Output Tray 
Capacity:

 
30 Booklets

Professional Puncher-C1 (with Integration Unit)
Acceptable 
Punch Paper 
Weight:

Letter (3-hole, 5-hole, Velo 
Bind 11-hole, Plastic Comb 
19-hole, Twin Loop 21-hole/ 
32-hole, Color Coil 44-hole):  
20 lb. Bond to 80 lb. Cover  
(75 to 216 g/m2) 
Letter (ProClick 32-hole):  
20 lb. Bond to 65 lb. Cover  
(75 to 176 g/m2)

Acceptable 
Punch Paper 
Type:

 
Plain, Heavy, Color, Recycled, 
Tab, Coated†††

Acceptable 
Punch Paper 
Size: Letter

Punch Pattern 
Die Sets 
(optional): 

Plastic Comb (19-hole)
Twin Loop (21/32-hole)
Color Coil (44-hole)
Velo Bind (11-hole)
Loose Leaf (3/5-hole)
ProClick (32-hole)

Dimensions  
(H x W x D):

Professional Puncher-C1:  
41" x 12" x 31-1/4" 
(1040mm x 305mm x 792mm)
Integration Unit:  
41" x 9-7/8" x 31-1/4" 
(1040mm x 250mm x 792mm)

Document Insertion Unit-K1■

Number  
of Trays:

 
2

Acceptable 
Paper Weight:

14 lb. Bond to 140 lb. Index  
(52 to 256 g/m2)

Acceptable 
Paper Type:

Thin, Plain, Heavy, Color, 
Recycled, Pre-punched, Tab, 
Bond, Letterhead, Coated†††

Acceptable 
Paper Size:

13" x 19", 12" x 18",  
11" x 17", Legal, Letter, 
Letter-R, Executive, Custom 
Size [7-1/8" x 7-1/8" to 13" x 
19-1/4" (182mm x 182mm to 
330mm x 488mm)]

Dimensions  
(H x W x D):

 
55-3/8" x 29-3/8" x 31-1/4" 
(1407mm x 746mm x 793mm)

Paper Folding Unit-H1■

Folding Type: Z-Fold, Accordion Z-Fold, 
C-Fold, Half-Fold

Acceptable 
Paper Weight:

14 lb. Bond to 28 lb. Bond  
(52 to 105 g/m2)

Acceptable 
Paper Type:

Thin, Plain, Color, Recycled, 
Bond, Coated†††

Acceptable 
Paper Size:

Accordion Z-Fold, C-Fold, 
Half-Fold: Letter-R, 11" x 17", 
Legal, Letter-R

Dimensions  
(H x W x D):

46-7/8" x 13-1/4" x 31-1/4" 
(1190mm x 336mm x 793mm)

Other Optional Accessories
• Utility Tray-A1
• USB Keyboard
• Card Reader-C1■■

• Copy Card Reader Attachment Kit-A1
• Braille Label Kit-F1
• ADF Access Handle-A1
• Copy Control Interface Kit-A1
• Convenience Stapler-B1
• PCL Printer Kit-AH1
• PS Printer Kit-AH1
• Direct Print Kit (for PDF/XPS)-H1
• Encrypted Secure Print-D1
• Barcode Printing Kit-D1

• Web Access Software-H1

• imageRUNNER ADVANCE Essentials
• Universal Send Advanced Feature Set-E1
• Universal Send Security Feature Set-D1
• Universal Send Digital User Signature Kit-C1
• Authorized Send

• Secure Watermark-B1
• Wireless LAN Board-B1◆

• USB Device Port-A1
• Multimedia Reader/Writer-A1◆◆

 

• Additional Memory Type B (512MB)◆◆◆

• Document Scan Lock Kit-A2
• Data Erase Kit-C1
• HDD Data Encryption and Mirroring Kit-C2
• Removable HDD Kit-AD1
• 2.5-inch/80GB HDD-C1

• 2.5-inch/250GB HDD-D1
• IP Sec Board-B2◆

• Expansion Bus-F1
• Voice Guidance Kit-F1
• Remote Operator's Software Kit-B1
• eCopy Suite
• imageWARE Suite

	 *	� To the top of the Upright Control Panel in the 
standard position.

	 **	� To the right edge of the Upright Control Panel  
in the extended position.

	***	� Includes ADF and consumables.
	 †	� Standard color scan support is up to 300 dpi. 

Up to 600-dpi scanning requires Additional 
Memory Type B (512MB).

	 ††	� EPS and XPS cannot be printed directly from 
the Memory Media or Advanced Box.

	 †††	� Coated paper can only be loaded through the 
Document Insertion Unit-K1.

	 	� Browsing Advanced Box using SMB is not 
supported when imagePASS-U1 is attached.

		� Saddle-Stitching supported with Booklet 
Finisher-D1 only.

	 ▲	� When the Auxiliary Tray is extended.
	 ▲▲	� Puncher Unit-BF1 installs internally with either 

the Staple Finisher-D1 or Booklet Finisher-D1.
	▲▲▲	� Option for Booklet Finisher-D1.
	 ■	� Requires Staple Finisher-D1 or Booklet 

Finisher-D1.
	 ■■	� Requires the Copy Card Reader Attachment  

Kit-A1.
	 	� Requires PCL Printer Kit-AH1.
		� Requires PS Printer Kit-AH1 or Direct Print Kit 

(for PDF/XPS)-H1 when printing PDF files.
		�Check with your Authorized Canon Dealer for 

availability.
	 ◆	� Requires Expansion Bus-F1.
	 ◆◆	� Requires USB Device Port-A1.
	◆◆◆	� Required for 600-dpi color scanning.

	� NOTE: Some accessories require additional 
equipment or may be prerequisites for other 
options. Some accessories cannot be installed 
simultaneously. Check with your Authorized 
Canon Dealer for details.
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Additional Print Controller Options
imagePASS-U1

Type: External

Processor: Intel® Core™ Duo T2500 2.0GHz

System: System 8 Release 2

Memory: 2GB (Standard/Maximum)

Hard Disk: 80GB

Interface 
Connections:

 
10/100/1000Base-T (RJ-45)

PDL Support: Adobe PS 3/PCL 5e/PCL 6

Print Driver  
Supported OS:

Adobe PS 3: Windows 
(Windows 2000/XP/7/Server 
2003/Server 2008/Windows 
Vista), Macintosh (OS X 10.3.9 
or later)
PCL 5e/6: Windows (2000/
XP/7/Server 2003/Windows 
Vista)


